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ley Landscaping Producis

From patios and driveways to walks
and walls, R. W. Sidley provides
innovative landscape products that are
easy to install and built to last.
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_ All of our landscaping products are
ANCHOR manufactured with quartz sand which
] gives our products a sparkle that
brings your landscaping project to life
and adds to its durability and color
retention.

Our color palette allows you to mix
and match, allowing you to create the
perfect landscape design from the
ground up.

Geauga Gray

Granite Blend Casement Blend Buckeye Blend Prairie Blend Navajo Blend

Anchor Aspen Stone Color Guide
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Prairie Blend

Granite Blend -
Manufactured by R. W. Sidley, Inc., Painesville, Ohio 44077, 800-536-9343, www.rwsidley.com

Color samples shown in our brochure are as accurate as photography and the printing process will allow.
Final color selection should be made from actual samples.



Paving Stone Specifications

Dimensions:
HXWXD
2.375” X 3.8" X 7.75”

Compressive Strength:
8000 PSI

Weight:
5.5 Ib.

Absorption:
Less than 5%

Pieces / Pallet: 504
Stones / Sq. Ft.: 4.8
Sq. Ft./Pallet: 105
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Aspen Stone Specificationy

The Anchor Aspen Stone is a natural looking, lightweight, easy
to use block for smaller projects such as tree rings, borders,
raised gardens, or any other project up to two feet high.

Units per Cube
96

Aspen Stone®

Dimensions:

4"x 11 5/8"x 7" (U.S.)
100 mm x 300 mm x 180 mm
(Metric)

Weight:

22 Ibs.

10 kg.

Coverage:

.33 sq. ft.

.03 m?

Setback:
3/4"
20 mm

Maximum Wall Height:
2!

600 mm

Minimum Outside
Radius:

2!

50 mm

Minimum Inside Radius:
4

100 mm




